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Appendix C: Supported DVI Resolutions
When connecting devices to your TV’s connectors by using DVI converter cables (not supplied), you can refer 
to the following resolution information.

24Hz 25Hz 30Hz 50Hz 60Hz

480i þ

480p þ

576i þ

576p þ

720p þ þ

1080i þ þ

1080p þ þ þ þ þ

Appendix D: Supported File Formats for USB Mode

Supported Players

Player Stream Video Decoder (MSVD) Audio Decoder (MSAD)

Audio MP3 None MP3

Audio WAV/AIFF None-- LPCM

Windows Media
(optional)

WMA / ASF VC1 WMA

MPEG1 Program 
Stream MPEG-1 MPEG1 MP3, AC-3 and PCM

MPEG2 Program 
Stream MPEG-2 MPEG2 MP3, AC-3 and PCM

MPEG4 MPEG-4/H264 in 
MP4 container H264 and MPEG4 AAC

AVI (Xvid) XVID MPEG4 MP3, AC-3 and PCM
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Appendix E: Software Upgrade
• Your TV is capable of finding and updating new software upgrades over broadcast channels. 
• For broadcast channels search, TV looks the available channels stored in your settings. So before software 
upgrade search, it is advised to auto search and update all available channels.

1) Software upgrade search via user interface
• It is possible manually to check if there is a new software upgrade for your TV set.
• Simply navigate on your main menu. Choose Settings and select Other Settings menu. In Other Settings 
menu navigate on to the Software Upgrade item and press OK button to open Upgrade Options menu.
• In Upgrade Options menu select Scan for upgrade and press OK button.
• If a new upgrade is found, it starts to download the upgrade. A progress bar indicates the remaining download 
progress. When download completes with success a message is displayed for reboot to activate new software. 
Press OK to continue with the reboot operation.

2) 3.AM search and upgrade mode
• If Automatic scanning in Upgrade Options menu is enabled, TV wakes up at 03:00 and searches broadcast 
channels for new software upgrade. If new software is found and downloaded successfully, with next power 
up TV opens with new software version.
Note on reboot operation: Reboot is the last step in software upgrade operation if download of new software is 
finished successfully. During reboot TV makes final initializations. In reboot sequence panel power is closed and 
front led indicates the activity with blinking. Around 5 minutes later TV restarts with new software activated.
• If your TV fails to restart in 10 minutes, unplug power for 10 minutes and re-plug again. TV should open with 
new software safely. If you still can not get TV working, please kindly repeat unplug and plug sequence a few 
times more. If your set still can not operate, please call the service personnel to fix the problem for you.
Caution: While led is blinking during reboot do not unplug your TV’s power. Doing this may cause 
your TV not to re-open again and can only be fixed by service personnel.

Products

Battery

Information for Users on Disposal of Old Equipment and 
Batteries

[European Union only]
These symbols indicate that equipment with these symbols should not 
be disposed of as general household waste. If you want to dispose 
of the product or battery, please consider the collection systems or 
facilities for appropriate recycling.

Notice:  �The sign Pb below the symbol for batteries indicates that 
this battery contains lead.
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Specifications
TV BROADCASTING
PAL/SECAM B/G D/K K’ I/I’ L/L’
RECEIVING CHANNELS
VHF (BAND I/III)
UHF (BAND U)

HYPERBAND
NUMBER OF PRESET CHANNELS
1000
CHANNEL INDICATOR
On Screen Display
RF AERIAL INPUT
75 Ohm (unbalanced)
OPERATING VOLTAGE
220-240V AC, 50 Hz.
AUDIO
German + Nicam Stereo
AUDIO OUTPUT POWER (WRMS.) (10% THD) 
2 x 6
POWER CONSUMPTION (W)
100 W (max)
< 1 W (Standby)
PANEL
16:9 display, 26” Screen Size
DIMENSIONS (mm)
DxLxH (With foot): 165 x 652 x 480
Weight (Kg): 8,20
DxLxH (Without foot):89 x 652 x 437
Weight (Kg): 7,75

Digital Reception (DVB-T)
Transmission Standards:
DVB-T, MPEG2,DVB-T, MPEG4 HD
i. DEMODULATION

-Symbol rate: COFDM with 2K/8K FFT mode.•	
-Modulation: 16-QAM - 64-QAM FEC for all DVB •	
modes (automatically found) 
MHEG-5 ENGINE compliant with ISO/IEC 13522-5 •	
UK engine Profile (UK only)
Object carousel support compliant with ISO/IEC •	
135818-6 and UK DTT profile(UK only)
Frequency range: 474-850 MHz  for UK  models•	

ii. VIDEO
-H.264 (MPEG-4 part 10) main and high profile level •	
4.1/MPEG-2 MP@HL video decoder. 
-HD display multi format capable (1080i, 720p, •	
576p)
-CVBS analogue output.(In HD channels, this will •	
not be available 

iii. AUDIO
-MPEG-1 layer I/II, MPEG-2 layer II, AAC, HEAAC, •	
AC3, E-AC3
-Sampling frequencies supported are 32, 44.1 & •	
48 kHz



 English   - 30 -

Important Instruction
For your own safety read following instruction carefully before attempting to connect this unit to the mains 
supply.

MAINS (AC) OPERATION
The wires in the mains lead are coloured in accordance with the following code :

IMPORTANT
As the colours of the wires in the mains lead of this appliance may not correspond with the coloured 
markings identifying the terminals in your plug, proceed as follows:
The wire which is coloured green and yellow must be connected to the terminal which is marked with 
the letter E, or by the earth symbol, or coloured green or green and yellow.
The wire which is coloured blue or black must be connected to the terminal which is marked with the 
letter N or coloured Black.
The wire which is coloured brown or red must be connected to the terminal which is marked with the 
letter L or coloured Red.
For continued protection against risk of fire, replace only with same type and rating of fuse (ASTA 
approved 5A 250VAC fuse).

CAUTION
TO PREVENT ELECTRIC SHOCK DISCONNECT FROM THE MAINS BEFORE REMOVING 
COVER. NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE 
PERSONNEL.

SAFETY PRECAUTION
THIS EQUIPMENT MUST BE DISCONNECTED FROM THE MAINS WHEN NOT IN USE. DO NOT 
ALLOW THIS UNIT TO BE EXPOSED TO RAIN OR MOISTURE.

GREEN
&

YELLOW
(Earth)

(if there is earth cable)

FUSE

BROWN
(Live)

BLUE
(Neutral)
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