Teletext
“TXT” Teletext / Mix: Activates video text mode when
pressed once (if available in your broadcast). Press
again to view analogue teletext page. Press again to
place the teletext screen over the programme (mix).
Pressing again will quit the teletext mode.
“RETURN” Index: Selects the teletext index page.
“INFO” Reveal: Shows hidden information (e.g.
solutions of games).
“OK” Hold: Holds a text page when convenient. Press
again to resume.
“ ” / “ ” Subcode Pages: Selects subcode pages if
available when the teletext is activated.
CH ^/ v and numbers (0-9): Press to select a page.
Note: Most TV stations use code 100 for their index pages.

Your TV supports both FASTEXT and TOP text
systems. When these systems are available, the
pages are divided into groups or topics. When
FASTEXT system is available, sections in a teletext
page will become colour-coded and can be selected
by pressing the coloured buttons. Press a coloured
button that corresponds to with your needs. The
coloured writings will appear, showing you which
coloured buttons to use when TOP text transmission
is present. Pressing “
” or “
” commands will
request the next or previous page respectively.

Digital Teletext (for UK only)
• Press the “TXT” button. The digital teletext information
appears. Operate it with the coloured buttons, cursor
buttons and OK button.

You can download or upload satcoDX data. In order
to perform these functions supported for satcodx
feature, a USB device must be connected to the TV
in the first place.
You will be able to upload current services and related
satellites & transponders in TV, to a USB device.
In addition to the uploading feature you will be able
to download one of the satcodx files stored in USB
device, to the TV.
When you select one of these satcodx files, all
services and related satellites and transponders in
the selected file will be stored in TV. If there are any
installed terrestrial, cable and/or analog services, they
will be kept and only satellite services will be removed.
Afterwards, check your antenna settings and make
changes if necessary. An error message stating “No
Signal” may be displayed if antenna settings are not
configured properly.

Software Upgrade
Your TV is capable of finding and updating new
software upgrades over broadcast channels. For
broadcast channels search, TV looks the available
channels stored in your settings. So before software
upgrade search, it is advised to auto search and
update all available channels.

1) Software upgrade search via user
interface
• It is possible manually to check if there is a new
software upgrade for your TV set.

The operation method may differ depending on the
contents of the digital teletext. Follow the instructions
displayed on digital teletext screen.

• Simply navigate on your main menu. Choose
Settings and select Other Settings menu. In Other
Settings menu navigate on to the Software Upgrade
item and press OK button to open Upgrade Options
menu.

When the “TXT” button is pressed again, the TV returns
to television broadcasting.

• In Upgrade Options menu select Scan for upgrade
and press OK button.

Using SatcoDX Feature
SatcoDX (optional): You can perform SatcoDX
operations using the Satelite Settings. On SatcoDX
menu, there are two options regarding to satcodx
feature as in the following:

• If a new upgrade is found, it starts to download
the upgrade. A progress bar indicates the remaining
download progress. When download completes with
success a message is displayed for reboot to activate
new software. Press OK to continue with the reboot
operation.

2) Background search and upgrade mode
• While TV is connected to Internet, in background
it searches for critical software upgrades. If a critical
software upgrade is found it downloads the upgrade
silently. When download completes with success a
message is displayed for reboot operation to activate
new software. Press OK to continue with the reboot
operation.
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3) 3.AM search and upgrade mode
• If Automatic scanning in Upgrade Options menu
is enabled, TV wakes up at 03:00 and searches
broadcast channels for new software upgrade. If new
software is found and downloaded successfully, with
next power up TV opens with new software version.
Note on reboot operation: Reboot is the last step in software
upgrade operation if download of new software is finished
successfully. During reboot TV makes final initialization. In
reboot sequence panel power is closed and front led indicates
the activity with blinking. Around 5 minutes later TV restarts
with new software activated.

• If your TV fails to restart in 10 minutes, unplug power
for 10 minutes and re-plug again. TV should open with
new software safely. If you still can not get TV working,
please kindly repeat unplug and plug sequence a few
times more. If your set still can not operate, please
call the service personnel to fix the problem for you.

Troubleshooting & Tips
Image persistence - ghosting
Please note that ghosting may occur while displaying
a persistent image (still or paused image). LED TVs’
image persistence may disappear after a short time.
Try turning off the TV for a while. To avoid this, do not
leave the screen in still picture mode for extended
periods.

No power
If your TV has no power, please check the power cord
plug is connect to the mains power socket.

Poor picture
1. Have you selected the correct TV system?
2. Is your TV or house aerial located too close to a
non-earthed audio equipment or neon lights, etc.?

Manual Software Update

3. Mountains or high buildings can cause double
pictures or ghost images. Sometimes you can improve
the picture quality by changing the direction of the
aerial. Is the picture or teletext unrecognisable?

Ensure that the ethernet cable is connected to your
TV. If the ethernet cable is connected to the TV, ensure

4. Check if you have entered the correct frequency.
5. Please retune the channels.

that the TV is receiving. Check that the Good is
present in the following menu path:

6. The picture quality may degrade when two devices
are connected to the TV at the same time. In such a
case, disconnect one of the devices.

Caution: While led is blinking during reboot do not unplug
your TV’s power. Doing this may cause your TV not to
re-open again and can only be fixed by service personnel.

Menu -> Settings -> Network Settings -> Configuration
Status -> Connected
Go to Settings tab from the main menu and select
Other Settings. Highlight Software Upgrade and
press OK.
Select Scan for Upgrade and press OK button.

No picture
1. No Picture means that your TV is not receiving a
transmission. Have you selected the correct button on
the remote control? Try once more. Also make sure
the correct input source has been selected.

An OSD screen including the progress bar will be
visible under the Software upgrade” title.

2. Is the aerial connected properly?

A warning screen will be displayed on the screen,
stating that the TV will be rebooted. Press OK button
to finalize upgrade process and reboot TV.

4. Is the aerial cable damaged?

3. Are the plugs connected tightly to the aerial socket?
5. Are suitable plugs used to connect the aerial?
6. If you are in doubt, consult your dealer.

No sound
1. Has the TV been set to mute? To cancel mute,
press the “ ” button, or increase the volume level.
2. Sound is coming from only one speaker. Is the
balance set to one extreme? See Sound Menu
section.

Remote control - does not operate
Your TV no longer responds to the remote control. The
batteries may be exhausted, if so you can still use the
control buttons on the TV. (* Is only possible if they
are not blocked by parental control.)

Input sources - can not be selected
1. If you cannot select an input source, it is possible
that no device is connected.
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2. Check the AV cables and connections if you have
tried to connect a device.

Recording Unavailable
To record a programme, you should first connect
a USB disk to your TV while the TV is switched
off. You should then switch on the TV to enable
recording feature. Otherwise, recording feature will
not be available. If you cannot perform recording, try
switching off the TV and then re-inserting the USB

PC Typical Display Modes
The following table is an illustration of some of the
typical video display modes. Your TV may not support
all resolutions. Your TV supports up to 1920x1200.

device while the TV is switched off.

USB Is too Slow
If “USB is too slow” message is displayed on the
screen while starting a recording, try restarting
the recording. If you still get the same error, it is
possible that your USB disk does not meet the speed
requirements. Try connecting another USB disk.
Information for Users on Disposal of Old
Equipment and Batteries
[European Union only]
These symbols indicate that equipment with these
symbols should not be disposed of as general
household waste. If you want to dispose of the product
or battery, please consider the collection systems or
facilities for appropriate recycling.
Notice: T
 he sign Pb below the symbol for batteries indicates
that this battery contains lead.

Battery
Products
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Index

Resolution

Frequency

1
2
3
4
5
6
7
8
9
10
11
12
13
14
15
16
17
18
19
20
21
22
23
24
25
26
27
28
29
30
31
32
33
34
35
36
37
38
39
40
41
42
43
44
45

640x400
640x350
640x400
640x480
640x480
640x480
640x480
640x480
800x600
800x600
800x600
800x600
800x600
800x600
832x624
1024x768
1024x768
1024x768
1024x768
1024x768
1024x768
1152x864
1152x864
1152x864
1152x864
1152x870
1280x768
1360x768
1280x768
1280x768
1280x960
1280x960
1280x960
1280x1024
1280x1024
1280x1024
1400x1050
1400x1050
1400x1050
1440x900
1440x900
1600x1200
1680x1050
1920x1080
1920x1200

70Hz
85Hz
85Hz
60Hz
66Hz
72Hz
75Hz
85Hz
56Hz
60Hz
70Hz
72Hz
75Hz
85Hz
75Hz
60Hz
66Hz
70Hz
72Hz
75Hz
85Hz
60Hz
70Hz
75Hz
85Hz
75Hz
60Hz
60Hz
75Hz
85Hz
60Hz
75Hz
85Hz
60Hz
75Hz
85Hz
60Hz
75Hz
85Hz
60Hz
75Hz
60Hz
60Hz
60Hz
60Hz

Specifications

Licence Notifications

TV BROADCASTING

Manufactured under license from Dolby Laboratories.

PAL/SECAM B/G D/K K’ I/I’ L/L’

TRADEMARK ACKNOWLEDGMENT

DIGITAL RECEPTION

and the double-D symbol are
trademarks of Dolby Laboratories.

DVB-T MPEG2
DVB-T MPEG4 HD

“HDMI, the HDMI logo and High-Definition Multimedia
Interface are trademarks or registered trademarks of
HDMI Licensing LLC.”

DVB-T MHEG-5 Engine (for UK only)
DVB-C MPEG2
DVB-C MPEG4 HD
DVB-S / S2 MPEG2
DVB-S / S2 MPEG4 HD
RECEIVING CHANNELS
VHF (BAND I/III)
UHF (BAND U)
HYPERBAND
NUMBER OF PRESET CHANNELS
10000
CHANNEL INDICATOR
On Screen Display
RF AERIAL INPUT
75 Ohm (unbalanced)
OPERATING VOLTAGE
110-240V AC, 50/60 Hz.
AUDIO
German + Nicam Stereo
AUDIO OUTPUT POWER (WRMS.) (10% THD) 2 x 2,5

POWER CONSUMPTION (W) 47 W (max)
PANEL 16:9
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Supported File Formats for USB Media Browser
Media

Movie

Extension

Format

Notes

Video

Audio

dat, mpg,
mpeg

Mpeg1,2

MPEG1/2 Layer 1/2/3, AAC/HEAAC,
AC3/EAC3, LPCM/ADPCM

1080P@ 30fps 50Mbit/
sec

dat, mpg,
mpeg

MPEG2 ,H.264, VC1, AVS,
MVC

MPEG1/2 Layer 1/2/3, AAC/HEAAC,
AC3/EAC3, LPCM/ADPCM

H.264:1080Px2@25fps
1080P@ 50fps MVC:
1080P@ 24fps Other:
1080P@ 30fps” 50Mbit/
sec

.vob

MPEG2

MPEG1/2 Layer 1/2/3, AC3, LPCM

1080P@ 30fps 50Mbit/
sec

.mkv

MPEG1,2,4, XviD,

MPEG1/2 Layer 1/2/3, AAC/HEAAC,

H.264,

AC3/EAC3, LPCM

H.264:1080Px2@25fps
1080P@ 50fps
Other:1080P@ 30fps
50Mbit/sec

VC1,WMV3,
.mp4 .mov

.avi

Motion JPEG

MPEG1,2,4
Xvid

MPEG1/2 Layer 3, AAC/HEAAC,
AC3/EAC3, LPCM/ADPCM

H.264:
1080Px2@25fps
1080P@ 50fps Other:
1080P@ 30fps 50Mbit/
sec

MPEG1/2 Layer 1/2/3, AAC/HEAAC,
AC3/EAC3, LPCM/ADPCM, WMA

H.264:
1080Px2@25fps
1080P@ 50fps Other:
1080P@ 30fps”
50Mbit/sec

MPEG1/2 Layer 3, AAC/HEAAC,
LPCM/ADPCM

H.264: 1080Px2@25fps
1080P@ 50fps Other:
1080P@ 30fps” 50Mbit/
sec

H.264,
VC1,WMV3,
Sorenson H.263
Motion JPEG
flv

H.264,
Sorenson H.263

Music

3gp,3g2

MPEG4, H.264

asf, wmv

MPEG2,4, XviD, H.264,
VC1,WMV3

.mp3
-

WMA/ASF
.m4a/ .aac

1080P@ 30fps 50Mbit/
sec

LPCM
WMA, WMA Pro
AAC, HEAAC

.jpg .jpeg

Baseline JPEG

.png

Progressive JPEG

.bmp

non-interlace

interlace

.png
Subtitle

MPEG1/2 Layer 1/2/3, AAC/HEAAC,
AC3/EAC3, LPCM, WMA
MPEG1 Layer 1/2/3 (MP3)

.wav

Photo

1920x1080 @ 30P
20Mbit/sec

sub

-

-

srt

-

-
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MAX WxH =
14592x12288
Up to 8 MegaByte

Supported DVI Resolutions
When connecting devices to your TV’s connectors by using DVI converter cables (not supplied), you can refer
to the following resolution information.

56Hz

60Hz

66Hz

þ

þ

640x400

72Hz

75Hz

þ

640x480
800x600

70Hz

þ

þ

þ

þ

þ

þ

þ

þ

þ

832x624

þ

1024x768

þ

1152x864

þ

þ

1152x870

þ

þ
þ
þ

1280x768

þ

1360x768

þ

þ

1280x960

þ

þ

1280x1024

þ

þ

1400x1050

þ

þ

1440x900

þ

þ

1600x1200

þ

1680x1050

þ

1920x1080

þ

1920x1200

þ
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MOBIL TV INSTRUCTION MANUAL
Switching the TV On Using 12 Volt
1. Connect the cigarette lighter plug cable to the cigarette lighter socket of your car or a cable with clips to
the battery of car, making sure to observe the correct polarity.
2. Plug the other side of 12 volt cable to DC 12 socket at the back of the TV. Then the standby LED lights
up.
3. Press the “ ” button, CH ^/ v or a numeric button on the remote control or press the control switch
located on the left side of the TV. The TV will then switch on.
4. Adjust for best picture through antenna position or set TV channels again if necessary.
Switching the TV Off
1. Press the “ ” button on the remote control or press and hold the control switch on the TV until the TV
shuts down, so the TV will switch to standby mode.
2. Unplug cable connectors and power plugs.

ATTENTION: 12 V Input :

V+

V+

V-

V-
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Important Instruction
For your own safety read following instruction carefully before attempting to connect this unit to the mains supply.

MAINS (AC) OPERATION
The wires in the mains lead are coloured in accordance with the following code :

GREEN
&
YELLOW
(Earth)
(if there is earth cable)

FUSE

BROWN
(Live)

BLUE
IMPORTANT (Neutral)

As the colours of the wires in the mains lead of this appliance may not correspond with the coloured
markings identifying the terminals in your plug, proceed as follows:
The wire which is coloured green and yellow must be connected to the terminal which is marked with
the letter E, or by the earth symbol, or coloured green or green and yellow.
The wire which is coloured blue or black must be connected to the terminal which is marked with the
letter N or coloured Black.
The wire which is coloured brown or red must be connected to the terminal which is marked with the
letter L or coloured Red.
For continued protection against risk of fire, replace only with same type and rating of fuse (ASTA
approved 5A 250VAC fuse).

CAUTION
TO PREVENT ELECTRIC SHOCK DISCONNECT FROM THE MAINS BEFORE REMOVING
COVER. NO USER SERVICEABLE PARTS INSIDE. REFER SERVICING TO QUALIFIED SERVICE
PERSONNEL.

SAFETY PRECAUTION
THIS EQUIPMENT MUST BE DISCONNECTED FROM THE MAINS WHEN NOT IN USE. DO NOT
ALLOW THIS UNIT TO BE EXPOSED TO RAIN OR MOISTURE.
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Product Fiche
Commercial Brand: WALKER
Product No.

10087116

Model No.

WPS2414V12

Energy efficiency class

A

Visible screen size
(diagonal, approx.) (inch/cm)
On mode average power
consumption (Watt)
Annual energy consumption
(kWh/annum)
Standby power consumption
(Watt)
Off mode power consumption
(Watt)
Display resolution (px)

24 inches

61 cm
25
36
1
0
1366 x 768
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